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The two products featured in this issue fit so comfortably together that we put them both on 
the cover. One is a pulse generator. Model 8160A, that supplies precisely controlled voltage 
pulses for testing all kinds of electronic devices. It generates pulses as large as 20 volts at 
rates up to 50 million per second, and it generates them accurately — within 2% of the ampli- 
tude and rate asked for. It's also remotely programmable, so it can respond to commands 
from the controller of an automatic test system. 

That's where the other product comes in. Model 9835A/B Desktop Computer (also known 
as System 35 of the 9800 Series) is designed to act as the controller in automatic test sys- 
tems made up of various stimulus-generating and response-measuring instruments, including pulse generators. 
The 9835A/B tells the 81 60A and other instruments what to do by means of the HP Interface Bus, or HP-IB. which 
is HP's implementation of a widely accepted standard for communication among such devices. 

Model 8160A's major contribution is its combination of accuracy and programmability. Programmable pulse 
generators have been available for some time, but with loosely specified accuracy, which means that their output 
had to be measured and adjusted to the needed accuracy before a test could proceed. With the 8160A, the 
controller calls for certain pulse parameters and gets them accurately enough without adjustment. 

System 35 s contributions include larger memory capacities than earlier desktop computers in its class, and 
two languages, enhanced BASIC and assembly language. Its BASIC is compatible with other HP computers, 
and its assembly language capability is a first for desktop computers. 
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A Precision, Programmable Pulse 
Generator 

This 50-MHz instrument shortens setup times either on the 
bench or in automatic systems by generating pulses so 
accurately there is no need to interrupt a test to monitor the 
pulse waveform and make corrections. 



by Werner Hiittemann, Lutz Kristen, and Peter Aue 



WITH THE EVER-INCREASING COMPLEXITY of 
today's circuits, the only feasible way to test de- 
vice characteristics is to use an automatic system. 
But even with automatic: systems, obtaining accurate pulse 
stimuli has often required the test programmer to insert 
iterative loops that enable an operator to observe a pulse on 
a monitoring instrument and make corrections to the pulse 
parameters before continuing with the lest sequence. This 
absorbs a considerable amount of test time. 

By allocating complex instrument functions to micro- 
processor management, a new 5()-.VIHz pulse generator ob- 
tains higher levels of pulse accuracy than have previously 
been available in programmable instruments, eliminating 
the inconvenience of interrupting a test sequence for 
operator verification every time pulse parameters are 
i. hanged. In this instrument (Fig. 1), actual pulse period 
differs from the value specified by less than 2% in most 
cases, and never more than 3%. Pulse amplitude differs 



from that specified by less than 2%. width and delay by less 
than 1%, and transition times by less than 3%. Con- 
sequently, there is no need to interrupt a test sequence to 
examine pulse parameters on an oscilloscope. Overall test 
times are thus shortened significantly. Furthermore, up to 
nine pulse setups can be stored and recalled whenever 
needed, enabling pulse parameters to be changed quickly, a 
useful feature for bench applications as well as automatic 
systems. 

The new pulse generator. Model 81 60 A, has a maximum 
repetition rate of 50 MHz and a maximum pulse amplitude 
of 10 volts into a S012 load when using the matched 501 1 
source impedance, or 20 volts when using the 1-kll source 
impedance. Pulse leading- and trailing-edge transition 
times are variable, and the minimum transition time is 6 ns. 
The instrument has double-pulse and burst modes and an 
option gives it a second channel with independent control 
of all pulse parameters except repetition rate. The two 









am 


WWW WW 
Q W W W <* W W_.W 
WWU W JW W-9 
9 9 W W U 





Fig. 1. Model 8I60A Programma- 
ble Pulse Generator produces 
pulses whose characteristics are 
within 1-3% of the values entered 
througn the Iron! panel or by way 
of the HP Interlace Bus. Period 
range is 20 0 ns lo 999 ms, am- 
plitude range is 0 10 to 9 99V (into 
501! from a 5011 source imped- 
ance), and transition times are 
variable from 06 0 ns to 9.99 ms. 
The instrument shown here has 
the optional second channel that 
enables two-phase or three-level 
wavelorm generation 
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channels can be used for such dual-channel purposes as 
two-phase clocks or they may be combined into a single 
output to produce three-level and olher complex 
waveforms. 

Microprocessor control simplifies operation of the in- 
strument. Pulse parameters are entered with three-digit 
resolution through the front-panel keyboard or through the 
HP Interface Bus,* and are displayed on numeric LEDS. 
However, the value of any parameter can be rapidly in- 
cremented or decremented manually without numerical 
entry by the use of pushbutton verniers. The instrument has 
the intelligence to recognize demands for incompatible 
pulse parameters — for example, pulse width greater than 
pulse period — and provides error indications to prompt the 
operator. A learn mode speeds test program development 
by allowing the operator to experiment with pulse parame- 
ters using the front-panel keyboard, and then transfer the 
selected setup to the controlling computer with a single 
command. 

Instrument Organization 

A block diagram of the Model 8160A Programmable 
Pulse Generator is shown in Fig. 2. As can be seen, the 
settings and control of all pulse parameters and modes are 
controlled by the 8-bit microprocessor (a 6800). 

The microprocessor system is similar to that in the HP 
Model 8 165 A Programmable Signal Source. 1 It communi- 
cates with the analog pulse-forming circuits by way of a 
16-bit instrument bus. Each analog circuit has a digital 
acceptor circuit that accepts only data thai is addressed to it. 

•Hewlett-Packard s implementation ol IEEE 488-1975 and ANSI MCI 1 





Width — »-) |-« Width 

(a) Fixed-Transition-Time Pulse (b) Variable-Transition-Time Pulse 

Fig. 3. Definitions ol pulse width The traditional way defined 
the width ol pulses witn fixed transition times as the time 
between the 50% points ol the leading and trailing edges (a). 
Current practice lor pulses with variable transition times (b) 
defines pulse width as the time from the start of the leading 
edge to the start of the trailing edge (10% and 90% points) 
This measure is unaffected by a change in transition time of 
either edge 
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Fig. 2. Block diagram of the 8 160A 
Programmable Pulse Generator 
All pulse parameters and operat- 
ing modes are controlled by the 
microprocessor whether the in- 
strument is operated manually or 
remotely through the HP Interface 
Bus. 



Accepted data is latched in the acceptor circuit and used to 
control the analog circuil, 

The instrument's operating routines are stored in seven 
2K-byte ROMs. The lK-byte random-access (read-write) 
memory (RAM) is divided into a 768-byte, battery- 
supported, non-volatile section, that retains the pulse 
parameters and modes, and a scratchpad section. 

An important pari of the microprocessor's control func- 
tion is error recognition. Highest priority is given to check- 
ing the syntax of instructions entered by way of the HP 
Interface Bus. If a wrong mnemonic is entered, the system 
refuses it completely. 

When a valid parameter is entered, either by way ol the 
front panel or through the I IP-IB. it is checked to see if it is 
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Fig. 4. // the leading-edge transition time exceeds pulse width, 
the amplitude (high level) will be less than that programmed 
(b). If the pulse width plus the trailing edge transition time 
exceeds the pulse period, the pulse baseline (the low level) 
will be higher than that programmed Both errors are allowed 
by the 8 1 60A and can occur simultaneously (c). 
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Fig. 5. Errors caused by double pulses running into each 
other are also allowed by the 8160 'A. enabling generation ol 
complex waveforms like that shown in lb). 

within the allowed high and low limits, and then to deter- 
mine whether or not it is compatible with the other 
parameters selected. If the entry is not acceptable, the out- 
put remains unchanged and the type of error is displayed on 
one of the four front-panel error-recognition indicators 
(TIMING, SLOPE, LEVEL, and PARAMETER). 
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Fig. 6. Block diagram ot the rate generator When operating 
in the burst mode, the VCO (voltage-controlled oscillator) is in- 
hibited until a STA»r pulse occurs. The preset burst counter then 
counts output pulses until the selected number has been 
counted at which time it stops the VCO The number ot pulses 
supplied in the burst is determined by the counter and remains 
unchanged il the pulse repetition rate is changed. This mode 
is useful lor stepping counters to a predetermined count dur- 
ing test procedures. 

Allowable Errors for Waveform Flexibility 

As users of conventional pulse generators can testify, 
setting up compatible pulse parameters is not always as 
straightforward as it might seem. For example, will the 
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Fig. 7. Voltage-controlled oscil- 
lator operates by capacitance 
charge and discharge. When the 
current switch is oft, l lamp charges 
the ramp capacitors until the ramp 
voltage reaches a level that trips 
the Schmitt trigger, turning on the 
current switch. Current 2l, amp then 
discharges the capacitors, while 
also absorbing l, gmp , until the 
ramp drops below the Schmitt 
trigger's lower hysteresis level, 
turning off the current switch A 
current controlled by the circuit's 
temperature varies the Schmitt 
trigger hysteresis to compensate 
for temperature-induced varia- 
tions in propagation delay 
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pulse Width .still be compatible with the pulse period when 
a change in transition time stretches the pulse? Is it neces- 
sarily an error if lengthening the transition times causes the 
pulse to become a triangle, reducing the pulse amplitude? 

To distinguish between illegal parameter entries that 
may be desirable and those that are definitely wrong, the 
concept of "allowable" slope error was introduced. It al- 
lows the transition times to be extended such that a rectan- 
gular or trapezoidal shape no longer exists, resulting in an 
amplitude error that nevertheless may be tolerable. This 
then enables the generation of ramps, triangles, and other 
irregular waveforms. The instrument will indicate that a 
slope error exists, but it produces a waveform according to 
the parameters entered. 

To understand what effect thp allowable error has. a re- 
view of the definition of pulse width* is in order. Fig. 3a 
illustrates the classic half-amplitude definition for pulses 
that have fixed transition limes. This definition, however, 
causes some confusion with the setting of pulse width 
where variable transition times are involved, so present 
practice is to measure pulse width from the start of the 
leading edge to the start of the trailing edge (actually the 
10% and 90% points), as shown in Fig. 3b. This measure is 
unaffected by transition time as long as the leading-edge 
transition time is less than the pulse width. 

It the leading edge transition time exceeds the pulse 
width, then a ramp or triangle is generated and the apex lies 
below the programmed level (Fig. 4b). Similarly, if the sum 
of pulse width and trailing edge time exceeds the pulse 
period, then the trailing edge runs into the leading edge ot 
the next pulse at a point above the programmed low level or 
baseline (Fig. 4c). Both of these errors are allowed with the 
new pulse generator because waveforms with these shapes 
may be desired. Also, when the instrument is in the 
double-pulse mode, the trailing edge of the first pulse could 
run into the leading edge ol the second pulse, or the trailing 
edge of the second pulse could run into the leading edge of 
the first pulse in the next pair. These errors are also among 
those permitted in the SltiOA, enabling generation of com- 
plex waveforms like that shown in Fig. 5b. 

Accurate Rate Generation 

Among the major design goals of the Model 81G0A were 
high accuracy, excellent tuning linearity, and low jitter in 

-Although the term pulse duration.' has been delined as the standard, "pulse width is used almost 
universally thmughoul the industry 
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Fig. 9. The effect that propagation delay has on pulse period 
is shown by the middle waveform A resistor in series with the 
ramp capacitor compensates lor the propagation delay as 
shown in the lower wavetorm 

the rate generator. However, the need lor synchronous gat- 
ing in the burst, external trigger, and gate modes precluded 
the use of an oscillator with an LC tank circuit or feedback 
loops that would prevent instant starting. 

The solution was to use a high-frequency, constant- 
current, capacitor-charge'discharge function-generator cir- 
cuit for the voltage-controlled oscillator (VCO), and Operate 
it over a limited range to assure the performance qualities 
desired. The other ranges are obtained by dividing down 
the VCO output frequency. A block diagram of the rate 
generator system is shown in Fig. ft and the VCO is dia- 
grammed in Fig. 7. 

The VCO has only two ranges. 20-99 ns and 100-999 ns 
per period, avoiding a proliferation of range capacitors. 
For longer periods, it operates in the 100-999-ns range and 
the output frequency is divided down to obtain the desired 
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Fig. 8. Propagation delay in an uncompensated VCO Schmitt 
trigger varies vjith the rise time of the ramp and therefore 
varies as the pulse period is changed 



Fig. 10. Graphs show the effects that the compensation 
techniques have on pulse period accuracy in the Model 
8 1 60 A Programmable Pulse Generator. 
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period. The microprocessor determines the values of the 
tuning signal and the integer n for the 10" division factor 
for eacli period selected. 

To achieve good tuning linearity in the VCO. four effects 
had to be accounted for. The most important of these are the 
propagation delay in the Schmitt trigger and the current 
switch, and the change in propagation delay in the Schmitt 
trigger as a function of ramp slope, and hence of pulse 
period (Fig. 8). Compensation for the propagation delay in 
the Schmitt trigger and current switch is often obtained in 
function and pulse generators by adding a small resistor in 
series with the ramp capacitor. This introduces a step in the 
ramp capacitor waveform every time the current changes 
direction (Fig. 9). This compensation is sufficient for period 
settings greater than 100 ns. For shorter periods, the 
Schmitt trigger hysteresis is narrowed. These measures 
make it possible to meet the 2% accuracy specification in 
the 100-ns-to-999-ns pulse period ranges and the :)% accu- 
racy specification in the 20-99. 9-ns pulse-period range, a 
significant improvement when compared to the 50% non- 
linearity at the high end of the frequency range of an un- 
compensated circuit (Fig. 10). 

The other two effects to be accounted for result from 
changes in temperature. Without compensation, there 
would be a ±5% change in propagation delay over the 
allowed temperature range (15-35 ; C) al high repetition 
rates, and a 0.2%/ c C change in Schmitt trigger hysteresis. 
The change in hysteresis is compensated for by sensing the 
chip temperature and altering the temperature- 
compensation current accordingly (Fig. 7). The resistor in 
series with the ramp capacitor for the 20-99-ns range has a 
negative-temperature-coefficient to compensate for 
lemperatiire-induced changes in propagation delay. 

Delay and Width 

The delay and width functions are obtained in identical 
lime-inlerval stages, a switch determining whether a time- 
interval stage operates as a delay generator or a width 
generator, as shown in Fig. 1 1. 

The pulse width is derived in the KS flip-flop (Fig. 11) 
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which is set by the trigger pulse and reset by the delayed 
pulse. The very short delays (0.00 to 49.9 ns) are produced 
by switched delay lines, either printed-circuit board micro- 
strip line or sections of 50il coaxial cable. This approach 
gives £ 1% accuracy and low jitter, and the delay time is not 
restricted by the repetition rate. 

The longer delays originate in an astable multivibrator 
that has a 25-ns delay line in a feedback path to give it a 
period of 50 ns with better than 1% accuracy. At the begin- 
ning of a delay interval, a counter, preloaded with an ap- 
propriate number, starts counting the multivibrator pulses. 
When it overflows, the counter produces the delayed pulse 
and stops the multivibrator. With this arrangement, delays 
are generated with better than 1% accuracy and the jitter is 
less than 0.005% of delay for delays longer than 10 fj.s. This 
compares to the 0.1% jitter specification of earlier instru- 
ments. 

Slope Generator 

The slope generator provides an accurate baseline and 
pulse lop as well as providing the variable transition-time 
capability. To avoid degradation of the delay and width 
settings, the slope generator must have minimum roll-off 
effect. Roll-off is a significant problem in a programmable 
pulser because it causes a change in delay and width as the 
transition times are changed. 

Roll-off in a slope generator results from the use of limit- 
ers lo define the pulse top and bottom levels. The Iimiters 
are needed to eliminate the step that occurs with a conven- 
tial slope generator at the start of a transition. As shown in 
Fig. 12. the leading edge ol a pulse is generated by using a 
positive current source to charge ramp capacitor C tip to the 
voltage that turns on diode 1)1. clamping the waveform at 
the clamp level. V' n + . The trailing edge is formed by switch- 
ing off the positive current source and switching on the 
negative current source, discharging capacitor C until its 
voltage reaches a level that turns on diode 1)2. clamping the 
waveform al the lower level. V c _. Because of the difference 
between the turn-on and turn-off voltages of the clamp 
diodes, each transition ramp begins with a small step. The 
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Fig. 11. Basic time-interval circuit functions as either a delay or a width generatoi depending on 
the setting ol switch S J For double pulse operation, switch S2 passes both the trigger pulse and 
the delayed lugger lo the width circuit following. 
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slep is reduced by limiter stages thai follow. However, as 
shown by the waveforms in Fig. 12, the point at which the 
leading edge starts then varies with the slope of the ramp. 

The solution to this problem is to switch off the active 
clamp circuit when the current sources switch. The circuit 
that does this in the Model 8160A is described in Fig. 13 and 
the result illustrated in Fig. 14. 

Expanded Amplitude Range 

To be able to test CMOS devices adequately, the design 
objectives for the Model 8160A called for an 8-ns, 20Vp-p 
pulse posilionable anywhere within a ±20V window. At 
the time of instrument design, no transistors with the req- 



Fig. 12. Conventional slope 
generator is followed by a limiter 
stage to remove the step at the 
start ol each transition. Changing 
the leading edge slope thus af- 
fects the start time ol the pulse. 
This is the roll-oft effect. 

uisite combination of speed and voltage ratings were 
available. 

The solution to the problem was to design a fast. 20V 
amplifier powered by a floating supply. To move the pulse 
up or down in the window, the ground return of the 
amplifier's supply is simply shifted above or below ground 
potential. A level shifter between the slope generator and 
the output amplifier shifts the amplifier's input signal level 
a corresponding amount. 

As shown in Fig. 15, the output stage also includes a 
switched 20-dB attenuator, an electronic vernier attenuator, 
and a switched second output stage that doubles the current 
supplied to the output. The amplitude range is up to 20 V 
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Fig. 13. Leading and trailing edge 
slopes are generated by charging 
and discharging capacitor C 
through the current sources CS1 
and CS3. As shown here, switch 
S3 is closed and current source 
CS3 sinks the trailing edge ramp 
current l F . Diode D3 is turned off so 
clamp source V2 sinks a current 
equal to 1 .31 h which is supplied by 
current source CS6. When the 
pulse voltage drops to a level that 
turns on D3, a current equal to l F 
flows from CS6 through D3 to cur- 
rent source CS3. A current equal 
to 0.3l f then flows to clamp V2 
and the waveform is clamped at 
-2V When a positive-going tran- 
sition is applied to the buffer ampli- 
tude, switch S3 turns oft and S4 
turns on (St turns on and S2 off to 
start the leading edge) Current 
sources CS3 and CS4 then sink all 
the CS6 current, thus turning off 
diodes D3 and D4. 
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Fig. 14. Minimizing the roll-off effect makes the start of the 
pulse leading edge virtually independent of the transition 
time, as shown by this multiexposure photo. 



(driving a 1 kl 1 load from a 50(1 source impedance). Offset is 
added at the amplifier output so the full range of offset 
(±20V) is always available. The user, however, need never 
be concerned with determining the offset required to posi- 
tion the pulse top and bottom where he wants them — he 
simply enters the desired levels for the top and bottom of 
the pulse, and the microprocessor determines the necessary 
gain and offset required. 

Compact Power Supply 

The new pulse generator's high accuracy calls for exten- 
sive use of analog circuits that demand power. Space con- 
siderations put a limit of about 4500 cc (0, 1 59 cu. It.) on the 
volume that could be occupied by a power supply. With a 
load of 275 W. 40 percent ol which is needed for the output 
amplifiers, the power supply requires high efficiency and a 
minimum number of components. 

Good regulation, independent of load and supply 
changes, is achieved by a flyback-regulated, switched- 
mode power supply. It has a switching frequency of 25 kHz 
so a ferrite-core transformer of small si/e and a reduced 
number and volume of secondary filter components can be 
used. The energy delivered to the transformer core is con- 
trolled by switching the primary current at duty cycles up to 




Fig. 16. Power supply with one circuit board removed and 
another raised in position to disclose details Although the 
supply is compact, cooling air is able to How freely over heat- 
dissipatmg surfaces. 

50%. A sensing winding provides feedback to a control 
circuit that converts the sensed level to a switching drive 
signal. Transformer coupling between the driver and 
switching stages provides the high base current for the 
switching transistors, which are specially fabricated to 
withstand the voltage and current stresses. The sensing 
winding also provides a supply voltage to the control cir- 
cuit so that line transformers are not needed. At switch-on. 
when no energy is available from the sensing winding, the 
control circuit is supplied from a start circuit. 

To allow operation from either 110/120V or 220/24UV 
lines, the rectifier circuit acts as a voltage doubler for the 
low range and as a full-wave rectifier for the high range. 
A current limiter restricts the surge current in the doubler' 
rectifier capacitors to prevent damage to the rectifiers and 
line switch when the instrument is turned on. 

This compact power supply has ten outputs totaling 
275VV and an efficiency of 65%. Accessibility and hence 
serviceability are good thanks to modular design with 
functionally-separated plug-in boards (Fig. 16). 
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SPECIFICATIONS 
HP Model 6160A Programmable Pulse Generator 
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and accomplished the task of getting it into a small enclo- 
sure. Roll Hoffman implemented the output amplifier, in- 
cluding the output control card, as well as the series reg- 
ulator. Special thanks are also due to Rainer Eggert who did 
the mechanical design, and to Dieter Kible who wrote the 
HP-IB software. Many helpful ideas were provided by lab 
section leader Reinhard Falke and product manager Robin 
Adler. 
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1978. 
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Extending Possibilities in Desktop 
Computing 

This midrange computer's large memory capacity, two 
languages (enhanced BASIC and assembly language), low 
radiated interference, and powerful input/output facilities 
suit it especially well for computation, control, and data 
acquisition applications. 

by Sandy L. Chumbley 



IN THE TRADITION OF DESKTOP COMPUTERS, HP's 
new Series 9800 System 35. or Model 9835A/B (Fig. 1). 
places as much computational power as possible into a 
small, integrated package and makes it extremely easy and 
natural to use. This new desktop computer features the 
largest memory capacity in its class, plus assembly lan- 
guage programming capability and enhanced BASIC. 

The 9835A/B is a midrange. large-memory, scientific and 
engineering desktop computer designed for computation, 
control, and data acquisition applications. It features ex- 
panded read/write memory capacity of up to 25fiK bytes, 
unified mass storage, a tape cartridge directory in read/ 
write memory, and a "bad memory" error delect message 
system. High-speed control and data acquisition applica- 
tions are facilitated by standard, plug-in interface cards, 
direct memory access, and 15-level interrupt. The interface 
cards include the Hewlett-Packard Interface Bus (HP-IH). 
16-bit parallel. RS-232C, and BCD. A real-time clock inter- 
face adds real-time reference and time-related control 
capabilities. I 

As is characteristic of most desktop computers, many 
peripherals have been integrated into System 35. including 



interactive keyboard, alphanumeric display (a 24-line CRT 
for the 9835A. a single-line display for the 9H35B). and an 
internal cartridge tape drive with a capacity of 217K bytes 
per tape. An optional 16-character thermal strip printer is 
also available for users who require low-cos! permanent 
copy for such applications as data logging or program de- 
bugging. 

The 9835A/B is similar in hardware design to Model 
9825 A. 1 In language and performance, however, it resem- 
bles System 45 (Model 9845A). 2 It provides most of the 
high-level capability of System 45 and adds significant new 
capabilities. It extends and allows for further extension of 
memory, it provides a low-level language with a refreshing 
ease of use, and it meets new standards for electromagnetic 
interference. 



High-Level Capability 

System 45 was nolable for its enhanced BASIC language 
and ease of use. 2 System 35 uses essenlially the same 
lirmvvareand thus provides most of the same capability. For 
example, it supports enhanced BASIC with 15-character 




Fig. 1. Model 9S35AI8 Desktop Computer's large memory capacity and powerful HO system 
make it especially well suited for control and data acquisition applications in addition to scientific 
computation Model 9835A has a 24 -line CRT display Model 9835B has a single-line display 
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variables, labeled GOTOs, extended siring and array capa- 
bility, subprograms with local environments, and so on. It 
also has the same interactive CRT, unified mass storage, and 
PRINT USING capabilities. It does not support the CRT 
graphics option of System 45. 

The use of HP enhanced BASIC on both System 35 and 
System 45 greatly simplifies the exchange of data and pro- 
grams between the two machines. Because of their common 
language, Systems 35 and 45 share an extensive library. 
Programs available for the System 35 include a utility pack 
(with plotter graphics), basic statistics and data manipula- 
tion, regression analysis, numerical analysis, nonlinear re- 
gression and statistical plotter graphics. 

Enhanced BASIC on the dual-processor System 45 was 
converted to System 35 by running the language processor 
unit 3 firmware and peripheral processor unit 3 firmware in 
series on System 35's single processor. In many cases the 



Memory Capacity' and Restrictions 
for Program Storage 



Main Program t 
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speed penalty is minimal. 

Memory Extension 

A significant extension to the high-level capabilities of 
the 9835A/B has been the expansion of read/write memory 
(RAM) up to 256K bytes and system read-only memory 
(ROM) up to 240K bytes. The read/write memory space can 
be used for program or data as shown in Fig. 2. 

Low-Level Language 

Assembly language is provided in the 9835A/B to obtain 
additional speed for critical routines. These routines can be 
written, edited, debugged, and run much as a BAS1C- 
language subprogram would be. 

Assembly language was chosen as a second language 
because it allows the experienced user to get at the absolute 
maximum speed of the machine, and because this language 
is still a very good fit for routines requiring bit manipula- 
tions. I/O drivers, and various user-required primitive oper- 
ations. 

Although assembly language programming is available 
on many computer systems, the 9835A/B is thought lo be 
the first desktop computer to offer it. A real contribution 
over virtually every other assembly language system is the 
9835A/B's ease of use. It is truly refreshing to have the 
computer work for you by checking syntax on entry, allow- 
ing easy and immediate edits, giving clear run time error 
messages, and providing single-step, breakpoint, and other 
debug facilities. 



Memory Capacity" and Restrictions 
tor Array Data Storage 
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Numbers 
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Up to =32K 
8-Character 
Strings 



256K Bytes 



Restrictions: 

1 An Array Can I Have More lhan 32.767 Elements ol Any Type. 

2 An Array Can't Have More than 6 Dimensions. 

3 An Element ol a Siring Array Can 1 Have More than 32,767 Characters 

'Actual Capacity Will Vary Signilicantly from 
that Shown Due to the System Taking Some 
Read/Write Memory for Itself. 



Fig. 2. Model 9835A/B can have up to 256K bytes ol readi 
write memory and 240K bytes of read-only memory The 
read/write memory can be used for programs or data as 
shown 



New Standards for Electromagnetic Interference 

It was considered important that System 35 meet new 
standards for electromagnetic interference. We had seen 
real needs in several applications. Government regulations 
were being enforced more rigidly and were becoming more 
severe. European users in particular demanded it. As a 
result, System 35's radiated interference levels are approx- 
imately 20 dB lower than those of its predecessors, enabling 
it to meet the standard of VDE radiated interference level A 
(see article, page 16). 
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SPECIFI 

HP Model 9835A 

DYNAMIC RANGE: - 10 99 10 -'0 " 0. -10 " 10 -10 99 

INTERNAL CALCULATION RANGE: - 10 5 " to -10~ 511 0 10~ 5 " 10 I0 5 ' 1 

SYSTEM 35 READ WRITE MEMORY 

STANDARD 49 962 Bytes 
OPT 201 115.402 tryles 
OPT 202 180.842 Bytes 
OPT 203 246,282 Dyles 

The standard 'eadwnte memory contains 65.536 Bytes 49.962 directly availaBle lo 

me user 

TAPE CARTRIDGE 

CAPACITY: 21 7K Dytes 

ACCESS Directory file-oy-name 

SEARCH SPEED {Bidirectional) 2286 mm s (90 W*} 

AVERAGE TRANSFER RATE 1480 Bytes* 

CARTRIDGE SIZE 63 5 ■ 82 5 • 12 7 mm (2 5 ■ 3 25 • 0.5 ml 
CRT 

SCREEN SIZE 261 • 193 mm (10 3 ■ 7 6 in) 310-mm (12.2-m) diagonal 
SCREEN BRIGHTNESS manually adjustable 12-30 IWamDerls 
REFRESH RATE 60 Hz (independent ot line frequency) 



CATIONS 

Desktop Computer 



TUBE PHOSPHOR P31 

SCREEN CAPACITY 25 lines ■ 80 cnataclers 12000 cnararaes) 

RASTER SCAN SIZE 215 > 135 mm i8 48 ■ 53 in|. 

CHARACTER GENERATION 7 . a cna/acier torn in a 9 • 15 character ceil 

STANDARD CHARACTER SET 128 ASCII characters 

OPTIONAL CHARACTER SETS Ftencn. Spartan ano German 

CURSOR Blinking underline 

OPERATING TEMPERATURE 5 C lo 40 C lambent) 

STORAGE TEMPERATURE -40*C lo -65 C 

RELATIVE HUMIDITY SS 10 60% at 40'C 
THERMAL LINE PRINTER 

PRINT SPEED up to 190 lines rmn 

PAPER WIDTH: 57 mm 12 25 mi. 16 cnaradersUne. 
SIZE: HWD 376 ■ 384 ■ 495 mm ( 14 8 ■ 15 1 • 19.5 ml 
WEIGHT: 1 1 8 kg (26 lb). 
PRICE IN U.S.A.: 9835A Base price S9.900 

MANUFACTURING DIVISION: DESKTOP COMPUTER DIVISION 
3404 E. Harmony Road 
Fl Collins. Colorado 80525 U S A 
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Processor Enhancements Expand Memory 

by Damon R. Ujvarosy and Dyke T. Shaffer 



THE 983SA/B DESKTOP COMPUTER offers the user 
very large memories, formerly available only in big 
computers. This large-memory capability was 
achieved by using 16K dynamic RAMsand 64K ROMs and 
by adding a new NMOS II' chip to the existing BPC pro- 
cessor chip set. 2 

A major objective of the 98.'i5A/B was to maintain lan- 
guage compatibility with the 9845A Desktop Computer, 
also known as System 45. 3 This objective was realized by 
adapting the System 45 operating system for use in the 
9835A/B. Two major hardware challenges had to be over- 
come to minimize the modifications. The first was that 
System 45 has two processors and the 9835A.B has only 
one. The second was that memory extension already existed 
in System 45. 4 but did not allow for read/write memory 
expansion beyond (i4K bytes. 



The single processor of the 9835A/B is used as if it were 
two pseudo-processors. Although the two pseudo- 
processors cannot run simultaneously as the two processors 
ol the System 45 do, they are separate and distinct entities 
within the software. Each pseudo-processor needs to have 
its own home block of ROM and base-page read/write area 
(upper 512 words of address space). The new address ex- 
tension chip makes this possible. 

Address Extension Chip 

The address extension chip (AEC) expands upon the 
memory address extension scheme of System 45 by adding 
three registers to the three already defined in System 45 and 
extending the length of all six registers from two bits to 16 
bits. Fig 1 is a microphotograph of the AEC. 

The fetch and subsequent execution of an instruction 
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Fig. 1 . The address extension chip was added to the System 
35 processor chip set to provide a means ot managing larger 
memories The AECadds registers to those defined in System 
45 and extends these registers to 16 bits This provides more 
llexibiltty and extends the addressing capability to 2' 6 = 
65,536 blocks ol 64K bytes each. 

require one or more memory accesses. These memory ac- 
cesses are divided into two groups: those that generally 
access ROM. which are accesses of instruction space, and 
those that generally access read/write memory, which are 
accesses ol data space. Memory is subdivided inlu64k-byte 
blocks, and the processor can directly address 128K bytes. 
Two blocks ol memory can be accessed in each space, in- 
struction and data. This makes lour different blocks that can 
be directly accessed by the processor, as shown in Fig. 2. 

Six 16-bit registers are provided in the AKC. Each can be 
loaded with a block select code (BSC) to indicate which 
block of memory should be enabled for each memory ac- 
cess. I'our ol the registers define the upper and lower in- 
struction and data space blocks. The fifth defines the base- 
page read/write block and the sixth is used whenever DMA 
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Fig. 2. The processor can directly address two 64K-byte 
blocks ot read-only memory and two 64K-byte blocks ol 
random-access Iread'wntei memory Each ot these lour 
blocks has a corresponding 16-bit register on the address 
extension chip The contents of the register corresponding to a 
particular block defines which of the 65.536 possible blocks is 
to be used as that block. Two other AEC registers are tor base 
page read write and direct memory access 



Memory Bus 




Complete 
Address 



Fig. 3. At the start ol each memory access the address exten- 
sion chip places the contents of one of its six registers on the 
BSC bus This block select code and the address from the 
processor lorm the complete address 

is taking place. Since each block is 64 K bytes long and the 
BSC is 16 bits long, the total addressing capability is ex- 
tended to 2 1 ' = 65.536 blocks, with a capacity of 2"'x64K 
bytes or four gigabytes. 

The contents of one of these six registers must be placed 
on the BSC bus at the start of each memory access along 
with the address from the processor to form the complete 
address, as shown in Kig. 3. By placing the proper register's 
contents on the BSC bus, any block can be defined as the 
home block (lower instruction block), working block, or 
base-page read/write block. In general, which register's con- 
tents is put on the BSC bus is dependent on: 

1. Type of memory access, that is. processor instruction 
fetch, processor memory access, or DMA. 

2. The instruction being executed. 

3. Which memory access within the execution of the in- 
struction Ibis is. 

4. The address. 

Information regarding the type of memory access is avail- 
able before the start of the memory access. The instruction 
being executed can be decoded during the instruction fetch. 
The AEC keeps track of the instruction execution by count- 
ing (he number of memory accesses that have taken place 
belore the current access. All oi this information influences 
which register's contents will be placed on the BSC bus and 
is available before the start of the memory access. The ad- 
dress that the processor puts out is also used to determine 
which register's contents is placed on the BSC bus. 

Since the AEC cannot put the correct BSC on the bus until 



Registers 




Late Control < T VP e °' Memory Access. 
Information Whicn Instruction. Etc.) 

(Address Decode) 



Fig. 4. Multiplexer speeds memory block selection by making 
use of early information to reduce the number of possible 
block select codes to three or fewer. 
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Fig. 5. Existing 9800 Series processor hybrid was modified !o 
accommodate the new address extension chip. 

the address from the processor is valid and the total address 
is no! valid until the BSC is valid, the time from the instant 
the address is valid until the BSC: bus is valid is critical. To 
minimize the time necessary to get the BSC bus valid, a 
parallel register structure combined with a two-section 
multiplexer is used, as shown in Fig. 4. The contents of all 
six registers are available to the multiplexer all the time. 
The first section of the multiplexer uses the information 
that is available before the start of the memory access to 
reduce the number of BSCs possible to at most three. The 
second section of the multiplexer uses the address to make 
the final selection of which BSC is actually placed on the 
BSC bus. 

Hybrid 

The natural place for the AEC to reside was within the 
hybrid package already containing the BI'C processor chip 
set (Fig. 5|. 

A new metallization mask was laid out lor the 7.6x4.3- 
cm ceramic substrate already in use in the 982 5A and 
9845A Desktop Computers. Two major obstacles were over- 
come to package the new chip. First, room had to be made 



on an already crowded substrate to provide the necessary 
bonds to connect the AEC into the processor chip set. Re- 
ducing the substrate layout design rules to 120-/xm 
minimum conductor width and 80-fim minimum space 
between conductors provided the flexibility necessary to 
add the new IC. 

Second, a means of increasing the pinout by 25 signals 
had to be developed. An assymetrir. pad arrangement at the 
periphery of the substrate was designed using the existing 
conductive elastomer gasket. All signals were brought out 
on pads 1 mm wide on l.8-mm centers. Power supply con- 
nections were made via interspersed pads 2.8 mm wide. 
Thus the number of pads was increased to 107 to include 
the AEC while minimizing the impact to the production 
procedure by merely changing the substrate metallization 
mask. Sensitivity to misalignment of the substrate and the 
printed circuit board that occurs during normal production 
remains the same as with previous designs since the dis- 
tance between pads was not changed from the 0.8-mm spar- 
ing used previously. 
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Designing to Meet Electromagnetic 
Interference Requirements 

by John C. Becker 



Electromagnetic pollution may be defined as the effects of elec- 
tromagnetic interference (EMI) produced by man-made apparatus. 
The seriousness of this interference ranges from annoying interfer- 
ence that affects a radio or television channel to interference that 
causes failure of an important communication channel or a cardiac 
pacemaker. 

Electronic computers generate electromagnetic radiation that may 
range up to 1 GHz and beyond This radiation is caused by alternat- 
ing currents and voltages present m the computer hardware The 
spectral content of these signals consists of both harmonic and 
broadband products 

The harmonic components are related to the system clock and 
other periodic system waveforms. Although the amplitudes of the 
harmonics in a given waveform generally decrease monotomcally. 
factors relating to radiation efficiency, hardware, and packaging may 
allow significant radiation of frequencies as high as one hundred 
times the fundamental frequency component. 

Broadband noise is related to transition time, or more specifically, 
to single-event occurrences. Radiation occurs when these currents 
and voltages exist in antenna-like loops and nodes. A simplified 
model that illustrates radiation of both electric and magnetic fields is 
shown in Fig. 1 . 

Regulations 

Various organizations and countries have recommendations and 
laws establishing limits on the levels at which computers may radiate. 
MIL-STD-461' is a military document of the United States Govern- 
ment that is used as a control standard, primarily for procurement of 
military equipment. The Federal Communications Commission of the 
United States currently has a proposal specifying that the elec- 
tromagnetic field at a distance of kI2tt shall not exceed 15 txVIm, 
where k is the wavelength of the signal At present, the FCC regula- 
tion regarding computers is not very specific, merely prohibiting 
"harmful" interference Cornite International Special des Perturbation 
Radioelectriques (CISPR), which operates under the auspices of the 
International Electrotechnical Commission (IEC), is an international 
organization that seeks to establish international agreement on EMI 
limits. CISPR publication 1 1 2 has limits on industrial equipment cover- 
ing frequencies between 0 15 MHz and 18 GHz The limits are volun- 
tary and have no legal status. 

A West German law assigns the German Postal Service to control 
interference levels VDE (Verband Deutsches Elektrotechniker As- 
sociation of German Electrical Engineers) is an organization thai 
writes and publishes regulations and tests for compliance. These 
regulations are typically similar to CISPR regulations and are used by 
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Fig. 2. VDE interference held strength limits and distance ot 
measurement 

many European countries The interference field strength limits for 
VDE 0871/3.68? are shown m Fig 2 

The frequency range between 30 and 470 MHz is measured at a 
distance of 30 meters in the far fields. Far fields" occur when the 
distance from the source exceeds KI2tt The far-field wave imped- 
ance is 3771 i. while the impedance of near fields will vary significantly 
depending upon the actual distance from the source and whether the 
predominant field is electric or magnetic The test range used by VDE 
in Offenbach, West Germany is illustrated m Fig 3. 

Measurement Accuracy 

Accuracy is difficult to determine for radiated electromagnetic 
measurements Many measurement uncertainties exist. It is not un- 
common to have measurement differences greater than 6 dB be- 
tween two different lest ranges In particular, vertically polarized 
waves may produce large measurement differences. 5 Ideally, 
radiated EMI measurements would be measured in free space where 
fewer uncertainties would exist Unfortunately, this is not practical, so 
more practical test sites such as the one depicted in Fig. 3 are used. 
To further complicate the issue, some regulations require measure- 
ments of near fields while others specify far-field data It is very 
difficult to transform between far-tield data and near-field data. The 
origin of the wave (magnetic or electric) is one of the variables 




Fig. 1. Radiation model ot electric and magnetic fields 



Fig. 3. EMI test range similar to that used by VDE in Olien- 
bach. West Germany The surface is paved with asphalt and a 
wire mesh under the asphalt provides a stable reflected wave 
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required !o perform this transformation The uncertainties of EMI 
measurements place an additional burden upon the designer in 
isolating the Key variables as well as m setting the design standards. 

EMI Design Objectives 

Our philosophy m esiabiisning the EMI design oDjectives tor the 
9835A.B was to satisfy our worldwide customers This led to setting 
objectives that covered regulatory requirements throughout the 
world as well as internal Hewlett-Packard EMI standards Among 
these objectives were 

n Not to exceed CISPR* and VDE 3 radiated interference 

- Not to exceed CISPR ! and VDE 3 conducted interference limits 

a To be immune to static discharges up to 15 kilovolts 

■ To be immune to external fields up to 1 volt/meter 

EMI Design Features of the 9835A/B 

A significant amount of EMI shielding has been designed into the 
9835A/B to reduce EMI Shielding the 9835A7B presented a special 
problem, since the case parts are molded from structural foam 
polyurethane, which is nonconductive. A conductive material that 
surrounds the E field source is required to provide effective shield- 
ing. A material with good magnetic properties is required to shield 
against lower-frequency components; however, only the higher- 
frequency components required attenuation in the 9835A'B. 

A number of methods were investigated lo provide a conductive 
surface to the molded plastic parts, including various conductive 
paints, vacuum metallizing, and sprayed metals. Resisting corrosion 
and maintaining a low electrical resistance under prolonged severe 
environmental conditions were the major criteria. Zinc was selected 
as the primary conductive material. A method called flame spraying 
or arc spraying is used to apply a thin layer of zinc approximately 
0 005 inch thick. A silver-filled pamt is also used for some smaller 
parts 

A low-impedance path along the seams where the case parts join is 
necessary to provide an effective shield, since otherwise the seam 
may act as a slot antenna. In general, a slot width equal to 1/4 
wavelength of a given excitation frequency may produce an effective 
slol antenna. Various materials for gaskeis were evaluated, such as 
knitted mesh, mesh over elastomer, metallized fabrics, convoluted 
wire in silicone, and metal contact strips. A wire mesh gasket was 
selected because of its ability lo provide a low-impedance path and 
extended service under adverse environmental conditions. An illus- 
tration of a metallized and gasketed case part is shown in Fig 4 
Special design consideration was also give to providing a low- 
impedance path between Ihe CRT module and the mainframe. A strip 
of gold-plated spring fingers contacts a gold-plaied bar to provide 
this low-impedance path. The spring fingers are attached directly to 
the zinc of Ihe CRT module and the bar is connecled to the zinc 
coating of the mainframe. A line filter that provides approximately 50 
dB of attenuation between 1 MHz and 100 MHz is used to reduce the 
conducted radiation 

Results 

All of the EMI objectives set for the 9835A/B Desktop Computer 
have been met The product has passed the legal requirements of 
VDE for both conducted and radiated electromagnetic interference 
VDE tested the 9835A both separately and as a system. The system 
consisted of a 9835A. a 9885M Flexible Disk Drive, a 9866B Thermal 
Printer, and a 9872A Plotter The 9835A/B has passed other internal 
specifications such as static discharge lo 15 kV. line Iransient tesls, 
and susceptibility to EMI fields. 
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Assembly Programming Capability in a 
Desktop Computer 

by Robert M. Hallissy 



THE ASSEMBLY PROGRAMMING OPTION for (he 
HP 9835A/B Desktop Gomputer represents a signifi- 
cant step in the evolution of desktop computers. In- 
tegrated into a single system is the friendliness of an inter- 
preted high-level language and the power, speed, and 
flexibility of direct assembly language programming. 

Traditional descriptions applied to interpretive systems 
contain such phrases as friendly, easy to learn, high-level 
language, easy to program, slow to execute. HP desktop 
computers also exhibit such properties as transparent com- 
piling, built-in editors, and high-level debug tools. Tradi- 
tional assembly language systems tend towards the con- 
verse of all of the above qualities. It was our objective to 
implement an extension to the 9835A'B that would provide 
access to the raw power of the processor and yet eliminate 
the negative aspects of assembly language programming. 

The phrase "friendly assembly language system" seemed 
to be so paradoxical that the initial investigation was ex- 
panded to include languages other than assembly. We 
found that compiled high-level languages such as BASIC 
and FORTRAN did nol allow the programmer direct access 
to the processor hardware. The system programming lan- 
guage used to develop the system firmware was a 
machine-dependent language only one step removed from 
assembly. Our internal experience with this SPL proved 
that its intricacies were almost as unfriendly as straight 
assembly language. Therefore, assembly language was cho- 
sen as the second language for the 9835A. 

The project team then set about designing a friendly 
assembly language system Ideas were taken from existing 
desktop computers and from colleagues doing assembly 
language programming. The following sections describe 
some of the features of the resultant package. 

Source Entry 

As can be seen in Fig. 1. the assembly source code for the 
983SA/B looks similar to thai of other assemblers, that is. 
label followed by mnemonic, followed by expression, fol- 
lowed by comment. Source lines on the 9835A/B are typed 
in using the same EDIT capability provided by 9835AB 
BASIC. The keyword ISOURCE tells the syntaxer to treat 
everything that follows as an assembly source statement. 
This allows the syntaxing to be performed when the line is 
entered, providing immediate feedback to the user concern- 
ing typing errors. Also, the symbol table structure needed 
lor the assembly process is set up when the line is entered, 
eliminatingsymbol searchingand sorting at assembly time. 
Another aid to source entry is the space-independent 
characteristic of the syntaxer. Spaces can be inserted any- 
where in the ISOt'RCE line and all characters can be in either 
upper or lower case. The syntaxer automatically converts 
labels to standard form (an upper-case letter followed by 



lower-case letters) and mnemonics to upper case. 

Finally, when a source line is successfully entered into 
the computer, it is converted to an internal form optimized 
lor the assembly process and stored in the read/write mem- 
ory of the compute?, 

Assembler/Linker 

The assembler, which generates machine instructions 
Irom the source lines stored in memory, is invoked by the 
IASSEMI1LE statement. While this step is traditionally a 
time-consuming task, the 9835A7B's assembler is extremely 
fast, assembling source code at a rate greater than 800 lines 
per second. This speed is a result of the presyntaxed source 
code and the fact that both source code and object code (the 
output of the assembler) are resident in read.write memory 
instead of on a disc or tape device. Assembly is so rapid, in 
fact, that there is no speed penalty in reassembling the 
source program each time a program is run. Thus, the tradi- 
tional debug mode of modifying memory cells I pate hingl is 
virtually eliminated. The user simply modifies the source 
program and presses the RUN key. 

High speed is only one of the features of the built-in 
assembler. Others include completely relocatable object 
code, conditional assembly, literals, intermodule linkage, 
and auto indirect addressing. The latter feature allows users 
to forget about the inherent addressing mode of the proces- 
sor. Standard memory reference instructions, lor example, 
have a 10-bit address field, allowing direct addressing of 
the 1024 locations surrounding the address of the instruc- 
tion. With our system, if a user references a location more 
than 512 words away, the assembler automatically imple- 
ments [ndirect addressing through a link placed in a literal 
pool. 

Linking object modules together is the final step users of 
traditional systems must perform before trying to execute 
the assembled program. The 9835A/B performs linking au- 
tomatically and transparently to the user. As soon as a 
module is successfully assembled, it is linked with other 
modules in memory. Again, this process is so rapid it is not 
noticeable to the user. 

Debugging 

Traditional assembler systems provide distinctly un- 
friendly tools for debugging programs. Once debug mode is 
invoked, the user can typically establish one or more break 
points at memory locations within the program. The ad- 
dresses of these points must be computed from the listing 
and a load map. When and if the program reaches a break 
point, it stops, and a monitor program allows the user to 
inspect and change memory or registers from the terminal. 
The user must often have a listing and load map of the 
program as well as instruction bit patterns for decoding or 
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patching instructions. 

The debug tools provided by the 9835A B are designed to 
minimize the length of time needed to track down bugs. For 
example, since all 9835A debug tools allow symbolic ad- 
dressing, load maps are unnecessary. Also, when a break 
point is reached (there can be eight break points at a time), 
the user is prompted by the appearance on the CRT of the 
source line that generated the instruction. Thus, listings are 
unnecessary for debugging. 

However, the feature that sets the 9835A/B apart from 
other systems is what the user can do when a break point is 
reached. When a break is reached, the system saves the 
current processor state and returns control to the BASIC 
interpreter. This allows users to execute BASIC statements 
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Fig. 1. BASIC-language program lor the 9835/V8 containing 
an assembly language subprogram. 



Fig. 2. 9835A'B assembly language provides powerful tJe- 
Dugging lools Breakpoints can be set up (as many as eight at 
a timet and BASIC or assembly language program statements 
can be executed when a breakpoint is reached Thus complex 
tests can be executed automatically at breakpoints. 

and even execute BASIC programs or other assembly pro- 
grams. When desired, the original assembly program can be 
resumed where it was interrupted. As illustrated in Fig. 2. 
the user can program complex tests in BASIC as part of a 
debug routine to be executed automatically each time a 
breakpoint is reached. 

Other debugging capabilities include memory modifica- 
tion (ICHANGE statement), successive single instruction 
execution for single step (manually with the STF.P key or 
under program control using the 1BREAK ALL statement), 
break on instruction or data, interpretive mode execution 
(allowing memory access violations to be detected), and 
tnullilormat dumps (octal, hexadecimal, binary, decimal, or 
character). 

The ROM Concept 

One of the reasons program development using tradi- 
tional assembly language systems is so time-consuming is 
that each of the development steps (EDIT, ASSEMBLE, LINK, 
and DEBUG) typically requires loading and running a spe- 
cial program. 

With the 9B35A/B, all of those special programs are built 
into the assembly language development ROM and are im- 
mediately accessible by the execution of simple BASIC 
statements. 

A second part of Hie ROM concept is that the assembly 
language system is available in two forms. The develop- 
ment system contains all tools necessary to create, debug, 
and execute assembly language programs. For the OEM 
whose end user only needs to run assembly language pro- 
grams developed by the OEM, an execution ROM is availa- 
ble that provides only those capabilities needed to load, 
run. and store complete programs. 

Applications 

Assembly language inherently requires more program- 
ming effort than a high-level language. II it is used, it is used 
to gain some benefit in either speed or capability. In the 
9835 A/B, the benefit is primarily speed, since there is al- 
most nothing that can be done in assembly language that 
Can't be done in BASIC. Thus we can measure the increased 
system performance by I lie speed ratios of identical tasks 
programmed in assembly language and BASIC. 
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Operation 

1. Single Floating Point 

2. Real Array Manipulation 

3. Interrupt Service Response 

4. Integer Multiply 

5. Most Simple Operations, e.g.. 
Branches. Loops, Integer Manipulation 



Improvement Factor 

0.8 
3.0 
20.0 
50.0 
100.0 



Fig. 3. Examples of speed increases (and one decrease) 
using assembly language programming for particular opera- 
tions. 

Fig. 3 shows the range of speed ratios that can be expected 
tor various primitive operations. Note that single-precision 
Floating-point arithmetic operations actually take longer in 
assembly language than in BASIC because the 9835A.'B's 
BASIC interpreter is optimized for these operations. Since 
any particular application would use combinations of the 
different primitive operations, performance gains from 0.8 
to 100 or more are possible. 

The kinds of applications that can benefit most from the 
use of assembly language are those for which 9835A/B 
BASIC does not provide high-level statements, For exam- 
ple, since there is already a matrix inverse statement in 
BASIC, there would be no gain in coding the algorithm in 
assembly language. On the other hand, there is no built-in 
inverse function for complex-valued matrixes. A user can 
perform this function in BASIC using FOR-NJEXT loops to 
index through the array. The identical algorithm coded in 
assembly language may decrease the time by a factor of 
three or more. 

Other applications that can gain performance include 
data-dependent or compulation-dependent 10, real-time 



control, data formatting, integer array manipulation, and 
data logging. 
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